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movable wood partitions 

ELEVATION AND PLAN 

with the warmth and beauty of natural wood 


SCALE: l/ 4 " = 10 



f4%c6tteeturui((<f ‘DedCytted and at NEW LOW PRICES 

ECONOMICAL: Best of All! You can have Design Flexi¬ 
bility, Simplified Erection, adequate Wire Chases, the 
Beauty and Warmth of REAL WOOD with a modern 
flush appearance and with a durable Super Smooth Finish 
at even lower prices than the usual office partitions of 
steel or wood. 

DESIGN FLEXIBILITY: Simplicity of design and unit man¬ 
ufacture (Base, Door, Panel and Cornice or Cap Units) 
offer a flexibility of Style, Type and Woods to fit all your 
needs. 

SIMPLIFIED ERECTION: Triangle Partitions require no spe¬ 
cial tools to erect and can be quickly relocated by the 
average maintenance man. 

WIRE CHASES: All 4 Types (Std. Office, Full Glazed, Bank 
and Low Rail Type) have two separate wire chases. Access 
to wire chases is available at all times thru the use of re¬ 
movable covers held in place with concealed fasteners and 
a unique method of interlocking joints. 

WOOD FINISH: The Natural, Stained or Painted Factory 
Finish has a simulated hand rubbed, durable beauty that 
is easily maintained on any of the numerous species of 
woods that are available. This rich, luxurious smoothness, 
which also accentuates the natural beauty of the wood, is 
obtained by presealing all Doors & Panels with the new 
patented Super Microseal Process. 


SUPER SATIN SURFACE 


(Pat.—General Plywood Corp.) 





Standard FLUSH Office Type.F 

Standard FULL GLAZED Type.FG 

Standard GLAZED Office Type. SG 


DETAILS 


SCALE: 3" = 1'0" 



TOP FILLER - SHEET ROCK 
WOOD OR GLAZED PANEL-OPTIONAL 






c: 


_ 


2 




















































































































































































22a 

Your choice of many beautiful woods: It 

BIRCH • OAK • MAHOGANY 
CHERRY • GUM • WALNUT 

etc. 



if filler to ceiling is desired—draw type letters 
in the following appropriate symbols: /-n 

Sheetrock on Studs. 

Matching Wood Panels 
Glazed Panels 


BANK Type SOLID Cap 2' Glass.BS2 

BANK Type SOLID Cap 1' Glass.BS1 

BANK Type WIRE Cap 2' Glass.BW2 

BANK Type WIRE Cap 1' Glass.BW1 

LOW RAIL Type SOLID Cap.LRS 

LOW RAIL Type WIRE Cap.LRW 



PANEL UNIT 


CORNER PANEL 


GATE JAMB ABOVE CAP 

TRIANGLE MILLWORK & SUPPLY CORP. 3 



































































































































































































































































































movable wood partitions 


specifications 

1. GENERAL 

Furnish and erect complete Triangle Standard Office Type, Full 
Glazed Type, Bank Type, or Low-Rail Type (select types desired) 
Movable Partitions of wood as manufactured by Triangle Millwork 
& Supply Corp., Johnson City, N.Y. as required by plans and/or 
elevation layout. 

2. SHOP DRAWINGS 

Shop Drawings showing plan, typical elevations, special construc¬ 
tion and installation details shall be submitted for approval. 

3. WORKMANSHIP 

Partitions shall be rigid, plumb, level and with all connections 
concealed. All hardware shall be in proper working condition. 
Partitions shall be manufactured by skilled craftsmen with close 
tolerances at all joints, shall be properly sanded and factory fin¬ 
ished. Partitions shall be erected in good workmanlike manner. 

4. STANDARD OFFICE TYPE PARTITIONS 

Standard Office Type Partitions shall be flush veneered wood panels, 
iy 4 " thick 7' 0l/ 2 " high (or with glazed panels) consisting of: 

a. BASE UNITS—to consist of one center anchoring member 
and two exposed members of matching wood. Center anchoring 
member to be levelled, secured to the floor and shall provide a 
tongue for interlocking with all vertical units. 

b. CORNICE UNITS—shall be of matching wood to run con¬ 
tinuous over and interlocking with vertical panels to provide 
maximum rigidity. Twin raceways of approximately 2Vi sq. in. 
each shall be provided in the Cornice Units to receive electrical 
and communication wiring. Raceways shall have removable sides 
interlocked with concealed fastening, thus providing complete 
accessibility for future wire changes. Cornice Units shall be 
rigid to support curtain walls or filler panels above the standard 
7' 01 / 2 " height to the ceiling, if required. 

c. DOOR UNITS—shall consist of a matching Institutional 
type flush 1%" door, factory hung into an interlocking matching 
wood frame with #24l-FC 4x4 butts (IV 2 P r -) a °d standard 
with #310 latch set. (Locksets and/or Semi-concealed closers 
are available at additional cost.) 

d. PANEL UNITS—shall be interlocking iy 4 ” thick, flush 
varying from 18" minimum to 48" maximum width. They shall 
have standard thickness face veneers of 3-ply balanced panels 
bonded under heat and pressure by hot plate method over a core 
to assure a smooth, flat surface free of waves or dents. 

e. VERTICAL WIRING PANELS—shall be interlocking and 
flush with matching face veneers. Wiring chase to be 3 sq. in. 
running full length of the wiring panel to accommodate wiring 
systems and their receptacles. 

f. STARTING PANELS—shall be similar in construction to 
Wiring Panels and provided with anchoring device to effect at¬ 
tachment to permanent walls. 

g. CORNER PANELS—shall be interlocking flush with match¬ 
ing face veneers and solid wood corner nosing. 

h. TEE PANELS—shall be similar in construction to Corner 
Panels and shall be interlocking at all joints. 

i. CROSS PANELS—shall be similar in construction to Corner 
Panels and shall be interlocking at all joints. 

j. STRUT PANELS—shall be installed in otherwise unsup¬ 
ported partition runs of 14' 6" and multiples thereof to provide 
a rigid installation. Strut Panels shall be of solid hardwood core 
with hardwood edges and face veneers to match and shall have 
interlocking joints. 

5. FULL GLAZED TYPE PARTITIONS 

Full Glazed Type Partitions shall be identical with Standard 
Office Type utilizing the same units except the Panel Unit. The 
Full Glass Panel Unit shall be a matching, solid, mortised and 
tennoned frame of narrow stiles and rails for maximum glass open¬ 
ing, interlocked with the standard wiring panels or a slimline 1" 
solid mullion. Glass may be l / 4 ” plate, patterned or corrugated 
and is secured with wood glazing beads. 


6. BANK TYPE PARTITIONS 

Bank Type Partitions shall be of flush veneered wood panels, 1 y 4 ” 
thick 3' 7" high to top of cap unit with (12" or 24" high) glass 
panels added above cap and shall consist of: 

a. BASE UNITS—(Use No. 4a specs, above.) 

b. CAP UNITS—(select one or both of following:) 

WIRING CAP UNITS—shall be of matching wood to run 
continuous over vertical panels and interlock with same to pro¬ 
vide maximum rigidity. Twin raceways of approximately 1 sq. 
in. each shall be provided in the cap units to receive electrical 
and communication wiring. Raceways shall have removable 
sides interlocked with concealed fastening, thus providing com¬ 
plete accessibility for future wire changes. The cap shall be 
fitted to receive and support the Framed Glass Panels. 

SOLID CAP UNITS—shall be of matching wood to run con¬ 
tinuous, except at gate openings, over and interlocking with 
vertical panels to provide maximum rigidity. The cap shall be 
fitted to receive and support the Framed Glass Panels. 

c. GATE UNITS—(select one or both of following:) 
UNGLAZED GATE UNITS—shall consist of gate, jambs and 
hardware. Gate shall be flush panel type construction of match¬ 
ing woodfaces and edges together with a Solid Type Cap of 
matching wood. U/g" thick solid jambs of matching wood shall 
be securely attached to the partitions. Hardware to consist of 
1 pair, #241 F. C., 4x4, mortise butts (Self-Closing Hinges, 
#ll 1 / 2 M-US3, are available if desired, at an additional cost) 
and RB 656-US3 Secret Gate Catch, mill fitted and installed. 
GLAZED GATE UNITS—shall include a complete Unglazed 
Gate Unit and a Framed Glass Panel, matching those in the 
partitions, rigidly mounted on top of gate and securely attached 
between solid wood extension stiles. 

d. PANEL UNITS—(Use No. 4d specs, above) 

e. VERTICAL WIRING PANELS—(Use No. 4e specs, 
above) 

f. STARTING PANELS—(Use No. 4f specs, above) 

g. CORNER PANELS—(Use No. 4g specs, above) 

h. TEE PANEL UNITS—(Use No. 4h specs, above) 

i. CROSS PANEL UNITS—(Use No. 4i specs, above) 

j. T-BAR ANCHORS — shall be installed at gate units and/or 
in otherwise unsupported runs of 14' 6" and multiples thereof. 
T-Bar anchors to consist of V 2 ” thick steel bar 3 ft. high, con¬ 
cealed within and fastened to the partition and welded to %" 
thick steel floor plate of not less than 18 sq. in. bearing surface, 
securely anchored to the floor. 

k. FRAMED GLASS PANELS—shall consist of matching 
wood frame, plastic glazing strip and glass. The wood frame 
shall be open top, ploughed 3 sides to receive the plastic glazing 
strip and glass, and shall be rigidly mounted on the Cap Units. 
Each frame shall be securely connected to the adjoining Framed 
Glass Panels, corners or intersecting panels. The plastic glazing 
strip shall be neatly fitted into the ploughed frame for rattle-free 
installation of the glass which shall be clear flat drawn, or 
"Pluralite” obscure, as required, with seamed top edges and set 
firmly into the plastic glazing strips. 

7. LOW-RAIL TYPE PARTITIONS 

Low-Rail Type Partitions shall be of flush veneered wood panels, 
1 y 4 n thick, 3' 7" to top of Cap Units and shall consist of: 

(insert paragraphs 6a through 6j under specifications for 
Bank Type Partitions above but delete all references to 
glazing.) 

8. FINISH 

All doors, Panels, and Trim Units shall have standard factory 
rubbed finish, natural or stained or painted. All doors and panels 
shall be presealed with the new Super Micro-Seal Surface Process* 
(Pat.—G.P.C.) for permanent easily maintained smoothness. 

Note: Triangle Millwork & Supply Corp. reserves the 
right to change specifications and details at any 
time and without notice. 


“Super Satin Surface” and “Triple S“ or “SSS“ are trademarks owned by GPC (General Plywood Corporation) and used by GPC and licensees on products Having 
a Super sealed or Super Micro-sealed surface that satisfies the quality standards established by GPC. 



For your nearest Triangle Representative write or phone. 


Some choice territories still available to qualified manufacturer’s agents. 

Triangle millwork & supply corp. 

5 ENDICOTT AVENUE • JOHNSON CITY, NEW YORK 
Phone: Binghamton RA-9-2231 /tnc/UtectuXol 
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